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4401 NZ Yerseke (Nederland)
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4400 AA Yerseke (Nederland)
Tel.: +31 (0)113-57 38 78
Fax: +31 (0)113-57 39 78
Internet: www.metalservices.nl
E-mail: info@metalservices.nl

MAV-MA1

Test Point pressure gauge connector with pin-lock

SMA1 Test Point high pressure hose with pin-lock Series 1
Female thread: BSP
Saaling: eaaling ring DIM 16258
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Prassura gauge connector: MAV-MA1 Tast hoesa: SMA
Waight PM (bar)1)

T L1 L2 manx 5i 52 ol pieca Ovrdar code™ CF DF=*
G14 61.5 12 12 18 78 MAVIFAMAT 400 | 4.0
G172 720 12 27 18 135 MAVI2ZMAT 400 | 4.0

400.0 21 SMAT-400 400 | 25
E30.0 26 SMA1-830 400 | 25
800.0 26 SMA1-800 400 | 25
1000.0 31 SMA1-1000 400 25
1500.0 40 SMA1-1500 400 2.5
2000.0 45 SMA1-2000 400 25
2500.0 58 SMA1-2500 400 2.5
3200.0 70 SMA1-3200 400 2.5
4000.0 84 SMA1-4000 400 2.5
“*DF = Design Factor
T Presgure shawn = iem dellversble
PM [bes) = PM [MPz] Order code suffles
n Mztarizl Suffte [EI— S1zncand sezing
. sunzace materal {no additenal.
Fleasza add the auffixes and matarlal SUME nasged)
below acconding to e materal’ - - e ——— . -
ZUMECce raquired. Steel, ZInG plated, CrV}-iree | CF AMAN1AAMATICE NER

Hote hoses with amall dismeter:

— Min. banding radius r = 20 mm

— Working tempsrature —20°C up to 100*C (short imsa to +120°C)

— Hoess are to ba protactad from firs, from sharp-cormers and hot
objecte.

Temperatura factor of preseure rating:

wpio 0°C 128%

for s0°C 110%:

fior s0°C 1009

fior i g6

for 100°C TT%
Rabobank: 135956153 KvK Middelburg nr. 22065677 BTW: NL818617068B01

. IBAN nr. NL0O4 RABO 0135 9561 53: SWIFT nr. RABO NL2U
|Id Op al onze offertes, op alle opdrachten aan ons en op alle met ons gesloten overeenkomsten
[k(@m]ﬁrm[ksl]ﬁ zijn toepasselijk de METAALUNIEVOORWAARDEN, gedeponeerd ter griffie van de
m eta alunl e Rechtbank te Rotterdam, zoals deze luiden volgens de laatstelijk aldaar neergelegde tekst.

De leveringsvoorwaarden worden u op verzoek toegezonden.

For measuring with liquid pressure media pleass nota:
Bleed before connacting tube! By capillary sction dischargs of the
pressure medium ie preventad widely:




