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~ - Thermanit GE-316L
| bohler=pe TIG rod, high-alioyed, austenitic stainless

EN 150 14343-A AWS A5.9 / SFA-5.9

W19123L ER316L

TIG rod of W 19 12 3 L/ ER316L type for joining and surfacing application with matching and similar unstabilized avstenitic Crii(N) and
CrNiMa(N)-steels and cast steel grades. Corrosion resistance similar to matching low-carbon and stabilized austenitic 17Cr-12Ni-2Mo-
steels and cast steel grades.

Excellent weld metal toughness down to —196°C. Max. service temperature 400°C.

1.4401 X5CrNiMo17-12-2, 1.4404 X2CrMiMo17-12-2, 1.4409 GX2CrNiMo13-11-2, 1.4429 X2CriNiMoN17-12-3,
1.4432 X2CrNiMo17-12-3, 1.4435 X2CrNiMo18-14-3, 1.4436 X3CrMNiMo17-12-3, 1.4571 XBCrNiMoTi17-12-2,
1.4580 X6CrNiMoNb17-12-2, 1.4583 X10CrNiMoNb18-12

UNS 531600, 531603, $31635, 531640, 531653

AlSI 316L, 316Ti, 316CH
C Si Mn Cr Mi Mo
wi-% = 0.02 0.5 18 185 12.3 238

Condition Yield strength Tensile strength  Elongation A Impact energy 150-V KV J

Roes R, (L=5d,)

MPa MPa % 20°C —20°C —196°C
u 470 (= 320) 610 (= 510) 38 (= 25) 140 (= 60) 130 (= 47) 58(=32)
u unireated, as-welded — shielding gas Ar

+W19123L/ER316L 16x 1000
2.0 x 1000
2.4 % 1000
3.2 x 1000
4.0 % 1000

Heat input masx. 2.0 kJ/mm, interpass temperature max. 150°C.

TUV (09500), DB (43.132.20), DNV, ABS, BY, NAKS, CE

Rabobank: 135956153 KvK Middelburg nr. 65684001 BTW:NL856213317B01
IBAN nr. NL04 RABO 0135 9561 53: SWIFT nr. RABO NL2U

lid Op al onze offertes, op alle opdrachten aan ons en op alle met ons gesloten overeenkomsten
ﬁmk@ zijn toepasselijk de METAALUNIEVOORWAARDEN, gedeponeerd ter griffie van de

metaal“nle Rechtbank te Rotterdam, zoals deze luiden volg del lijk aldaar neergelegde tekst.
De leveringsvoorwaarden worden u op verzoek toegezonden.



