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~ - Thermanit JE-308L
( bohler=cng TIG rod, high-alloyed, austenitic stainless

EN IS0 14343-A AWS A5.9 / SFA-5.9

W199L ER308L

TIG rod W 19 9 L / ER308L for joining and surfacing applications with matehing and similar austenitic steels and cast steel grades. Good
corrosion resistance. High weld metal toughness down to —196°C.
Application temperature max. 350°C.

1.4301 X5CrNi18-10, 1.4306 X2CrNi19-11, 1.4307 X2CrNi18-9, 1.4311 X2CrNiN18-9, 1.4312 GX10CrNi18-8, 1.4541 X6CrNiTi18-10,
1.4546 X5CrNiND18-10, 1.4550 X6CrNiND18-10

UNS 530400, 530403, 530453, 532100, 534700

AISI 304, 3041, 304LN, 302, 321, 347

c Si Mn Cr Ni
wt-% <0.02 05 1.8 20 10.0
Condition Yield strength R, ,  Tensile strength R Elongation A (L,=50) Impact energy ISO-V KV.J
MPa MPa % 20°C -269°C
u 400 (= 320) 550 (= 510) 38 (= 25) 150 75(=32)

u untreated, as-welded — shielding gas Ar

Polarity Dec - Dimension mm
Shielding gas H 1.0 = 1000
(EN 1SO 14175) 1.2 x 1000
Rod marking W 19 9L / ER308L 1.6 x 1000
2.0 = 1000
2.4 % 1000
3.2 x 1000
4.0 = 1000

TOV (09451), DB (43.13.19), DNV, ABS, CE

Rabobank: 135956153 KvK Middelburg nr. 65684001 BTW:NL856213317B01
IBAN nr. NL04 RABO 0135 9561 53: SWIFT nr. RABO NL2U

lid Op al onze offertes, op alle opdrachten aan ons en op alle met ons gesloten overeenkomsten
ﬁmk@ zijn toepasselijk de METAALUNIEVOORWAARDEN, gedeponeerd ter griffie van de

meta al“nl e Rechtbank te Rotterdam, zoals deze luiden volg del lijk aldaar neergelegde tekst.
De leveringsvoorwaarden worden u op verzoek toegezonden.



